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Combining measurement and simulation results from lab-, 
bench-, and full-scale systems provides a common thread in 
developing guidelines for novel burner designs.
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Devolatilization kinetics
Stanford University and DTU
Lab-s ale entrained flow experiments at high 
heating rates (O105 K/s)
and low residence times (O10 ms).
Large burner models
DONG Energy, Vattenfall and DTU
Advanced but computational heavy in-house 
models are used to generate boundary conditions 
for the generic geometries.
Empiric validation data
TU Clausthal and DTU
15 kW in-situ flame measurements of gas phase 
composition and temperature, and particle burn-
out, provide validation material for the simulations.
Simulation matrix
DTU, BWE and TU Clausthal
Simplified geometries and sub-models enables for 
fast parameter screenings and qualitative guideline 
development
Devolatilization kinetics validation
DTU, Stanford University and TU Clausthal
Combining devolatilization kinetics and bench-
scale measurements to evaluate the scale-up 
capabilities of the results.
Generic burner design
DTU, BWE and TU Clausthal
Construction of simplified geometries and sub-
models to evaluate the effect of large changes to 
operational conditions, fuels, geometries, etc.
Full-scale measurements
DTU, DONG Energy and Vattenfall
In-situ flame measurements on 30 MW industrial 
burners provide both validation material and insight 
into industrial scale flame dynamics.
Devolatilization kinetics play an important role espe-
cially when considering thermal conversion of high
volatile content biomass in pulverized fuel combustion.
This study combines small scale laminar flow
reactor conversion experiments with corresponding
computational fluid dynamic (CFD) calculations ma-
king it possible to evaluate the devolatilization kinetics
taking the particle temperature history into account, cf.
figure 1.
Figure 1: Gas phase and particle temperature history used to derive the intrinsic 
devolatilization kinetics at heating rates in the order of 105 K/s. 
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Effective quenching and well defined fuel trajectories
makes it possible to collect partially converted par-
ticles at residence times in the order of miliseconds. A
scarce necessity when fitting conversion models.
Using a global, single step, first order Arrhenius
type model to describe devolatilization leads to temp-
erature history dependent kinetic parameters:
Resulting in a conversion fit, cf. figure 3.
𝐴 = 625 s−1
𝐸a = 6 kJ × mol
−1
*𝑅𝑒𝑠𝑢𝑙𝑡 𝑜𝑓 𝑝𝑟𝑒𝑙𝑖𝑚𝑖𝑛𝑎𝑟𝑦 𝑝𝑟𝑒𝑑𝑖𝑐𝑡𝑖𝑜𝑛𝑠. 𝑃𝑎𝑟𝑎𝑚𝑒𝑡𝑒𝑟𝑠 𝑎𝑟𝑒 𝑠𝑢𝑏𝑗𝑒𝑐𝑡 𝑡𝑜 𝑐ℎ𝑎𝑛𝑔𝑒 𝑖𝑛 𝑐𝑜𝑛𝑠𝑒𝑐𝑢𝑡𝑖𝑣𝑒 𝑖𝑡𝑒𝑟𝑎𝑡𝑖𝑜𝑛𝑠.
Figure 2: Kinetic fit of a global, single step, first order Arrhenius type equation 
describing the devolatilization of woody biomass as high heating rates and low 
residence times.
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Figure 3: Comparison of oxygen and carbon dioxid measurements and CFD 
simulation results using the devolatilization derived the from figure 3.
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The devolatilization kinetics are valida-
ted in a 15 kW drop tube reactor, com-
paring measurements with CFD predic-
tions.
Summary
A set of simple kinetic parameters for biomass
devolatilization has been derived and validated by
tying together experimental setups of different thermal
through puts by measurements and CFD simulations.
Scaling up combustion processes for qualitative
trend assessment all the way from single particle
behavior to full-scale industrial application is well on
the way.
Scale-up issues are known to be challenging and
thus making the balance between accuracy and
complexity difficult.
This study aims to provide a common thread
through CFD simulations all the way from single
particle behavior to industrial application. Evaluation of
the validity of small-scale result extrapolation is made
by gradual experimental scale-up from lab- to bench-
scale. Using a 15 kW drop tube reactor the
devolatilization kinetics derived in lab-scale are
validated by comparing measurements to the corre-
sponding CFD simulations.
Full-scale measurements are conducted at Amager
(318 MWth) and Herning (288 MWth) power stations in
Denmark. Both power stations are 100 % biodust
fueled (primarily woody fuels) with 30 MW individual
front wall mounted, low NOx, swirl stabilized burners.
A series of analytical methods have been applied,
thoroughly characterizing the full-scale flames.
In-flame measurements:
• Gas phase temperatures (FTIR and suction 
pyrometry)
• Gas phase chemical composition including radical 
concentration quantification (UV/IR)
• Seeded laser doppler anemometry (LDA) 
velocimetry measurements in the axial and 
tangential direction
• Particle extraction
Additional analyses
• High speed imaging in the infrared spectrum 
• Video imaging 
• Particle cloud surface temperature assessment 
(two-line thermometry)
• Particle cloud intrusion and trajectory (IR imaging)
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